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Al-Base Waterproof Led Light Bar
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Feature
• Use DIP LED’s as lighting source.

• LED Q‘ty : 108 PCS

• Main Material : Al + Plastic

• Dimension :1000*24*10 mm

• Weight : 0.26 KG

Parameter

50,000 h120 degree750 Lumen1400× 108 MCD

50,000 h120 degree290 Lumen700× 108 MCD

50,000 h120 degree310 Lumen600× 108 MCD

50,000 h120 degree270 Lumen200× 108 MCD

30,000 h120 degree446 Lumen1100× 108 MCD

30,000 h120 degree310 Lumen780× 108 MCDFU-BLR-112L108-BC-AL

FU-BLR-112L108-BF-AL

FU-BLR-112L108-RO-AL

FU-BLR-112L108-AZ-AL

FU-BLR-112L108-VE-AL

FU-BLR-112L108-AB-AL

LifetimeBeam AngleLight OutputLight OutputColorPart No.

• Input Voltage : DC 12V

• Max Power Consumption : 7.2± 10﹪W

• Forward Current :590± 5﹪mA

• Waterproof Class :IP 65

• Rendering Index : 80 Ra

The data above is under the test condition of Ta =25 degree ,DC 12V ,RH 85%

Dimension Drawing

Circuit Drawing
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Application :

• Architectural decorative lighting

• Cabinet Lighting

• Bookshelves Lighting

1) No pressing or striking

2) Transport and handle carefully

3) Pay attention to the voltage before using

4) Ambient temperature: 0℃-+50 ℃;

5) Indoor and outdoor use

6) No twisting when power is on

Notice

Connector:

A pair of Molex connector each end

Accessories
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