
KRYMAX (DIM)  SERIES Data Sheet

I.Features

Basic parameter

1.Super bright LED as lighting sources;

2. CE certificated,meet the requirements of UL SAA,VDE;

3. Input voltage: 28-36V;

4. Imported light diffusion material,mercury and lead free;

5. High lumen output,high efficiency energy saving up to 60%;

6. Excellent heat dissipation structure long lifespan,normal use can reach

over 30,000hours;

7.Lead free,eco-friendly,conform to the requirements of ROHS.

，

，

II.Application
1.Hotels;

2.Meeting rooms;

3.Factories or offices;

4.Commercial lightings;

5.Residential or public facilities;

6.Schools;

7.Hospitals;

8.Everywhere for energy-saving and high

CRI lighting area.

IV.Product Parameter

III.Product dimension

A

B

C

B

No Part No
Dimension(mm)

Material
voltage

Installation
method

IP rate (±0.1Kg)
LED type

IP41

Working
temp.

Aluminium + PMMA 28-36V~0.46A -10ºC~40ºC Embedded.Hanging1

3

A B C

SMD2835300 300 8

Aluminium + PMMA Embedded.HangingSMD28358

Aluminium + PMMA 28-36V~1.1A Embedded.HangingSMD28358

KRYMAX-3030-B -DIMX

KRYMAX-3120-B -DIMX 300 1200

KRYMAX-5959 -B -DIMX X 600 6004

0.88Kg

3.22Kg

3.18Kg

IP41

IP41

2 Aluminium + PMMA 28-36V~0.66A Embedded.HangingSMD28358KRYMAX-3059-B -DIMX 300 600 1.72KgIP41

28-36V~1.1A

Input N.W.

-10ºC~40ºC

-10ºC~40ºC

-10ºC~40ºC
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Technical Parameter

No Part No
Dimension(mm)

Power
Packaging
Dimension

Q ty for series
connection and
parallel connec-
tion

'

Code
LED Q’ty 

(PCS)

16W 2835 88 11S 4P x 21

3

A B C

300 300 8

35W 2835 200 10S 5P x 48

35W 2835 180 10S 9P x 28

300 1200

600 6004

F234

F235

F231

Beam Way

two sides 

light emitting

Power Supply
suggested

2 20W 2835 180 10S 9P x 28300 F231600

28-36V~0.46A

28-36V~1.1A

28-36V~0.66A

28-36V~1.1A

Photoelectricity Parameter

V.Testing report

� Light distribution curve drawing
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Note：Light distribution curve drawing for 5959 series
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� Illumination Distribution Drawing
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Note：Light distribution curve drawing for 3030 series
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Eavg/Emax Light beam 114.14°: DiameterHeight

Note: Illumination Distribution Drawing for 3030 series

95.31/353.0lx

23.83/88.24lx

10.59/39.22lx

5.957/22.06lx

3.813/14.12lx

308.79cm

617.59cm

926.38cm

1235.17cm

1543.96cm

Note Light Distribution Curve Drawing for 3120 series：
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Note : Illumination Distribution Drawing for 3120 series
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Note: Illumination Distribution Drawing for 5959 series

219.4/804.8lx

54.84/201.21lx

24.37/89.42lx

13.71/50.30lx

8.774/32.19lx

314.84m

629.68m

944.52m

1259.36m

1574.19m

1 1500lm Yes

3500lm Yes3

4 3500lm Yes

No Part No Lighting
Angle

Flux.(±10%) 2Meters
(±10%)

CCT CRIEfficiency
(±10%)

Input
P Fdimmable

>0.95120°90lxRa>8083lm/W18W

>0.95120°240lxRa>8087lm/W40W

>0.95120°210lxRa>8087lm/W40W

2 2000lm Yes

6000K

>0.95120°105lxRa>8083lm/W24W

5 45W 2835 180 10S 9P x 28

*

F231 28-36V~1.4A

Current

58MA

56MA

56MA

36MA

70MA

DriveLED PCB

Power

Light Lux.at

4300lm Yes5 >0.95120°240lxRa>8086lm/W50W

4000K
3000K

KRYMAX-3030-BX-DIM

KRYMAX-3030-BX-DIM

KRYMAX-3120-BX-DIM

KRYMAX-3120-BX-DIM

KRYMAX-5959A-BX-DIM

KRYMAX-5959A-BX-DIM

KRYMAX-3059-BX-DIM

KRYMAX-3059-BX-DIM

KRYMAX-5959B-BX-DIM

KRYMAX-5959B-BX-DIM

600 600

*

* Dimmable with optional driver.
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� Installation Instruction
Hanging installation diagram

VI.Installation Method

Embedded installation diagram

Ceiling mounted installation diagram

Embedded 1

Embedded 2

External power supply has to be installed by yourself.If you purchase power supply from other suppliers,make sure the same voltage and

current with the lamp to avoid damaging product.So,we strongly suggest you use compatible power supply professionally designed by us.

Note:
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expansion screw

fixed seat

self-tapping screw

quick connector

steel cable

sleeve

L N
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� Accessory

Specific display for lamps

�Wire hanging installation

Installing procedure:

Step1 punch two holes on the top ceiling;

Step2 fix the expansion screw into the hole;

Step3 lock the fixed seat into expansion screw with self-tapping screw

Step4 rotate quick connector into fixed seat;

Step5 lock sleeve onto the thread of the panel light, then screw up;

Step6: connect power supply with AC input line;

Step7: finish.

:

:

: ;

:

:

expansion screw suspension wire for
installation

top ceiling

Note:

1.Rip off the pellicle after finish the installation

ensure no dust inside LED panel;

2.Firstly debugging the LED panel after installation then power on;

3.Only installation and maintainance by professional person,to avoid

damaging products.

,

, ,
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� Packing drawing

PE bag
Pearl wool

Inner box

Outer carton
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3
2

4
5
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� Packing details

VII.Packing

VII I .Note:

1.When insta l la t ion, t ry to avoid the minefields strong magnet ic field and high-vol tage area;，

2. Ensure a sol id connect ion correct ly in order to avoid short -c i rcur t damage to components and tr igger fires;

3. Insta l led in a wel l -vent i la ted place to ensure appropr iate envi ronmental temperature;

4. Please check local vol tage in accordance wi th the product requirements before using the product ;

5.To prohib i t the l ive wir ing,check to confirm the wir ing correct , confirm no short -c i rcu i t and then power on;

6. In case of fa i lures. do not mainta in i t in pr ivate.

No Part No Dimension(mm) Carton SizeInner box size Q'ty/ Carton

1

3

4

300*300*8mm

300*1200*8mm

600*600*8mm

375*240*380MM360*43*360MM

1275*240*380MM1260*43*360MM

675*240*680MM660*43*660MM

5Pcs

5Pcs

5Pcs

2 300*600*8mm 675*240*380MM660*43*360MM 5Pcs

KRYMAX-3030-B -DIMX

KRYMAX-3120-B -DIMX

KRYMAX-5959 -B -DIMX X

KRYMAX-3059-B -DIMX

Dimmable LED panel series


