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WG SERIES

MOTOR-DRIVEN CURVED LED DISPLAY

Intelligent & Dynamic

Music and light synchronous controlled via DMX
to make different effects, like a flying butterfly.

Wide turning angle
+ /-30° Adjustable angle .

Outdoor application
IP 65 rating,6000nits brightness.
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Specifications
Model No DSP-W9-6
Truning Angle +/- 30°
Pixel Pitch 6.25mm
Density 25600pixels/m?

Pixel Configuration

SMD 3528 LED

Bit depth per pixel

Brightness(White) >5500nit
Optima visual distance 4.5m
Max.Power Consumption 450W/m?
Average.Power Consumption 135 W/m?
Recomme_nd?tion size W: 800mm
(W=Width .
e H: 600mm
H=Height T 90mm
T=Thickness) :
Weight 28Kg/Sq.m
Work voltage DC 5V
Brightness level 16 levels
Bit depth per color 16 bit
48 bit

Visual Angle Horizontal: 140°; Vertical: 120°
Data Refresh Rate >10,000Hz
Display mode 1280x1024
Drive mode Constant current
Signal type AV,S-Video,VGA,CVBS,HDMI,DVI
Operating System Windows7 / Windows8
Control Distance HSYV; <100m

Ingress Protection

Ip65 Front, IP 43 Rear

Ambient Temperature

-20 ~+50 °C

Relative Humidity

10% ~ 90%

Installation

Hang
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TS ES Series

Glass Wall Transparent Display

High Transparency
More than 75% transparency for window
screen installation;

High Brightness

Outdoor application with high brightness;

Slim Body Desingn

Unique PCB design makes 22mm thickness screen;

No Tools
Easy setup & maintain
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Specifications
Model No DSP-TSES-6 DSP-TSES-10
Pixel Pitch X:6.25mm /Y:8mm X:10mm/Y:12.5mm
Density 20000 pixels/ m 2 8000 pixels/ m?
Pixel Configuration RGB 3-IN-1 SMD LED 2020 RGB 3-IN-1 SMD LED 3528
Brightness 4500 nit 4000 nit
View distance 6m 10m
Transparency 65% 75%
Max.Power Consumption 300 W/Module 300 W/Module
Average.Power Consumption 110 W/Module 110 W/Module
Module sze W:600mm W: 960mm
T=thickness
Weight 7kg/Module 7.5Kg/Module
Work voltage DC 5V
Brightness level 16 levels
Bit depth per color 16 bit
Bit depth per pixel 48 bit
Visual Angle Horizontal: 120°; Vertical: 150°
Drive mode Constant current
Signal type AV,S-Video,VGA,CVBS,HDMI,DVI
Control Distance HSYV; <100m
Body structure Aluminium,Acrylic
IP IP20
Ambient Temperature -20 ~+50 °C
Relative Humidity 10% ~ 90%
Power system Power-400
Installation Hang
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MH .....

FOLDABLE LED DISPLAY

Indoor And Outdoor Light And Slim

IP65 ingress protection on front and rear, Excellent light,weights under 8.5kg/ m*.Small
totally suitable for outdoor application. volume,easy transportation.

LED Spotlight Flexible And Foldable

High power LED lights are available in each Any irregular-shaped LED display is available.
module.Show double effects on screen.



Specifications

DSP-MH-50

DSP-MH-75
; . LED Spotlight . LED Spotlight
Tile Mesh LED Display (Optional) Mesh LED Display (Optional)
Pixel Pitch 50mm 200.0mm 75mm 300.0mm
) 4in1SMD LED ) 4in1SMDLED
LED Type RGB 3in1SMD (RGB+W)) RGB 3in 1 SMD (RGB+W))
Brightness(Nit or . 120LM RGB ) 120LM RGB
CD/m2) 1600nits (DMX 512) 750 nits (DMX 512)
Tile Size (mm) W:200% H:200xD:25 W:300xH:300xD:25
Pixels/Tile 4 x4 1x1 4x4 1x1
Weight/Tile 0.33kg 0.42kg
Transparency 50% N/A 70% N/A
Unit Size (mm) W:200xH:2400xD:25 N/A W:300%xH:2400xD:25 N/A
Unit Area 0.48m? 0.72m?
Weight/Unit 4.0kg 3.5kg
Pixels/Unit 4 x48 1x12 4 x32 1x8
Pixels/m? 400 25 178 11
Viewing o o o) nopm i o o 0/ Dot
Horizontal/Vertical 120°/120 25°/ 2°optimal 120°/ 120 25°/ 2°optimal
IP (Front/Rear) IP65 IP65 IP65 IP65
Color Depth 16bit 16bit 16bit 16bit
Drive mode Static,Constant Constant current Static,Constant Constant current
current current
Max Power/Unit 60W 50W 40W 36W
Average.power
consumption/Unit 20w 15w 15w 12w
Optima visual
distance 50m 75m
Certificates CE FCC ROHS CE FCC ROHS CE FCC ROHS CE FCC ROHS
Working 20 to 45°C 20 to 45°C 20 to 45°C 20 to 45°C
Temperature -<0to <010 -z0to -z0to
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R K SERIES

FOLDABLE LED DISPLAY

Easy to combine Flexible And Foldable

Magnet self-lock combination,saving Any irregular-shaped LED display is available.
90% assembly time.

Light And Slim Small Volume Package
Unique body design, slim, light, and 15 sg.m in one case,Saving 60% transportation
semi-transparent (is less than 25mm fee!

thick and weighs less than10kgs/sq.m).
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Specifications
Model No DSP-RK-6 DSP-RK-10
Pixel Pitch 6.64 mm 10 mm
Density 22682 pixe/ m? 10000 pixe/ m?
Pixel Configuration RGB 3-IN-1 SMD LED
Brightness 2000 nit 1900nit
View distance 5m 7m
Max.Power Consumption 280W/m? 300W/m?
Average.Power Consumption 93 W/m? 100 W/m?
Module size W: 425mm W: 320mm
b b
T=thickness
Weight 10.5Kg/sq.m 9.7Kg/sq.m
Work voltage DC 5V
Brightness level 16 levels
Bit depth per color 16 bit
Bit depth per pixel 48 bit
Visual Angle Horizontal: 120°; Vertical: 120°
Data Refresh Rate >7000Hz
Display mode 1280x1024
Drive mode Constant current
Signal type AV,S-Video,VGA,CVBS,HDMI,DVI
Control Distance HSYV; <100m
Body structure Plastic , Metal
P P54
Ambient Temperature -20 ~ +50 °C
Relative Humidity 10% ~ 90%
Power system Power-600
Installation Hang
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GS SERIES

FLEXIBLE LED DISPLAY

Easy to combine Unbeatable flexibility
Magnet self-lock combination,save The display can be widely used for preparation of
90% assembly time. various 2D and 3D shapes such as round, triangle,
cylinder, and cone, etc
’ -
/
[
Ultra-thin Design Small Volume Package
Weighs under 10Kg/m2 and thinner than 15 sg.m in one case,Saving 60% transportation
17mm. Very convenient to use and move, fee!

saving a lot of transportation and assembling
costs.
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Specifications
Model No DSP-GS-3 DSP-GS-4 DSP-GS-6 DSP-GS-7 DSP-GS-9 DSP-GS-12 DSP-GS-16
Pixel Pitch 3.90625mm 4.6875mm 6.25mm 7.8125mm 9.375mm 12.5mm 16mm
Density 65536pixels/m? | 45512pixels/m? | 25600pixels/m? | 16384pixels/m? | 11378pixels/m? 6400pixels/m? 3907pixels/m?
Pixel Configuration RGB 3-IN-1 SMD LED
Brightness(White) 1800nit 2150nit 2100 nit 2000 nit 1950 nit 1900 nit 2600 nit
Optima visual distance 3m 4m 4.5m 5m m 9m 12m
Max.Power Consumption 280W/m? 280W/m? 180 W/m? 190 W/m? 175W/m? 185 W/m? 230W/m?
Average.Power Consumption 95 W/m? 95 W/m? 95 W/m? 97 W/m? 99 W/m? 101W/m? 103W/m?
R a2 W: 500mm W: 600mm W: 800mm W:1000mm W:600mm W:800mm | W: 1024mm
H=Heignt rasmm | Tasmm | Tosmm | Taswm | Toswm | Toswm | T2smm
T=Thickness)
Weight 11.5Kg/Sq.m 11.5Kg/Sq.m 11.8Kg/Sg.m 12Kg/Sq.m 11.5Kg/Sq.m 9.8Kg/Sq.m 9.2Kg/Sq.m
Work voltage DC 5V
Brightness level 16 levels
Bit depth per color 16 bit
Bit depth per pixel 48 bit
Visual Angle Horizontal: 120°; Vertical: 120°
Data Refresh Rate 210000Hz
Display mode 1280x1024
Drive mode Constant current
Signal type AV,S-Video,VGA,CVBS,HDMI,DVI

Operating System

Windows2000/XP/Vista/Windows7
Control Distance HSYV; <100m
Face material DFR velvet drapery
Ingress Protection IP 43
Ambient Temperature -20 ~+50 °C
Relative Humidity 10% ~ 90%
Installation Hang
Power system Power-600
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FLEXIBLE LED CURTAIN

Security Soft and flexibe
Designed with high-quality DFR drapery, Suitable for all kinds of irregular shape to display
this polyester is totally durable and fire, character and image,suchas circle,column,ellipse

water dusty resistance.

and triangle.

Ultra-thin D esign Small Volume Pa ckage
Featured with lightweight,small volume and 20 sg.m in one case,Saving 60% transportation
thin,great for touring show. fee!
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Specifications

Model No DSP-FX-18 DSP-FX-20 DSP-FX-25 DSP-FX-30 DSP-FX-37 DSP-FX-50 DSP-FX-75 DSP-FX-75A DSP-FX-100
Pixel Pitch 18.25mm 20mm 25mm 30mm 37.5mm 50mm 75mm 75mm 100mm
Pixel . .
Confi . RGB 3-in-1 SMD 3R2G2B DIP  |RGB 3-in-1 SMD
onfiguration
Resolution 3002 pixel / m? | 2500pixel / m? 1600pixel / m? 1111 pixel / m? 711pixel / m? 400 pixel / m? 176pixel / m? 100pixel / m*
B”ghmej)s(Wh't 3080nit 2700nit 1730nit 1200nit 770nit 220nit 86nit 265nit 55nit
Op;'.ma visual 12m 15m 18m 22m 28m 37m 55m 55m 75m
istance
CMaX'P"W.e’ <7T8W / m? <68 W/ m? <45W [ m? <30 W/ m? <20 W/ m? <12W/m? <5W/m? <20 W/ m? BW/m?
onsumption
Aéi;?jﬁi%ﬁr <32W / m? <28 W / m? <18W / m? <12 W/ m? <8 W/ m? <5 W/ m? 2W/m? <8 W/ m? <12 W/ m?
Weight 9.0kg /m? 8.2kg /m? 7.0kg /m? 5.5kg /m? 4.3kg /m? 2.7kg /m? 2.5kg /m? 3.2kg /m? 2.1kg /m?
Recommendatio W: 1168mm W: 1280mm W:1600m W: 1440mm W:1200mm W: 1600mm W: 2400mm W: 2400mm W: 3200mm
n size H: 2336mm H: 2560mm H:2400mm H:2400mm H: 2400mm H: 2400mm H: 2400mm H: 2400mm H: 3200mm

Size can be customized

Brightness level 16 levels
Bit depth per -
color 12 bit
Bit depth per .
pixel 36 bit
Visual Angle Horizontal: 120°; Vertical: 120°
Date Refresh
Rate 2300Hz
Drive mode Constant current

Control mode

VGA synchronous display

Display mode 1280x1024
Input Signal RF,S-VIDEO,RGBHV,YUV,YC & COMPOSITION,etc
Power Supply 90~ 260VAC 50/60Hz
Face material DFR velvet drapery
Plgtgéstsic?n Front: IP65; Rear: IP54
Teer‘nr;:ri:tnL}re 20~+50°C
Foae
Package Carton (Flight case optional)
Installation Hang
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FBT ...

FLEXIBLE & BENDABLE
LED DISPLAY

Flexible & Bendable Super Thin
The flexible chassis and soft cover One of the thinnest LED sign in the
design allows to build many different world, only 9mm thick.

forms and configuration.

Super Small Weight Easy to Ensamble & Install
No needs to worry about its weight Assemble: without any cable.
during the instalation. Each module is Install: can be mounted on iron sheet

only 380gr. or magnet te product on the wall.
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Specifications
Item Parameter
Module Model DSP-FTB-7
Pixel pitch 7.62mm

LED Encapsulation

1G1R1B SMD3in1(3528)

Type of lamp and chip

Nationstar

Module dimension 488mm*122mm

Module resolution 64*16dots

Weight 3809

Display function Video,animation,image,etc.
Applicatioin Indoor

Power(maximum) 15W

Brightness 1200nits

Pixel density 17200pixels/sq.m

Driving method

Constant current 1/16scan

Viewingangle

120°

Pixel Density

1

Input voltage

110V/220V

Temperature range

-15~60°C

Humidity range

10%~90%RH

Control system(optional )

Synchronous control system
(linsn, Nova, colorlight)

Asynchronous control system
(Lumen, Huidu)

16
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Transparent Flexible And Foldable
Ventilate,transparency rating reach Soft,can be folded up,apply to many different
at 70%,outdoor application. shape.

Liéht & Slim Easy to install

Small volume and light weight,easy transport. Easy to install and convenient to maintenance.

17
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Specifications

Model No DSP-AO-20 DSP-AO-25 DSP-AO-30 DSP-AO-37
Pixel Pitch 20.83mm 25mm 31.25mm 37.5mm
Module Resolution 24x96 24x80 16%64 16x60
Density 2300pixel/ m? 1600pixel/m? 1024pixel/ m? 711 pixel / m?
Transparency 38% 45% 55% 65%
Brightness(White) 3070cd/m? 2700cd/m? 1900cd/m? 1500cd/m?
Pixel Configuration RGB 3-in-1 SMD LED
Brightness level 16 levels
Bit depth per color 16 bit
Bit depth per pixel 48 bit
Visual Angle Horizontal: 120°; Vertical: 120°
Date Refresh Rate >1000Hz
Drive mode Constant current
Control mode VGA synchronous display
Display mode 1280%1024
Input Signal RF,S-VIDEO,RGBHV,YUV,YC & COMPOSITION,etc
Power Supply 90~ 132VAC/180~264VAC 50/60Hz
Max.Power Consumption <360W / m? <256 W/ m? <175W / m? <130 W/ m?
Average.Pawer <148W / m? <105 W /m? <72W / m? <55 W/ m?
onsumption
Body material Silicone Rubber, Aluminum
Ingress Protection P44
Ambient Temperature -20 ~ +50 °C
Relative Humidity 10% ~ 90%
Weight 3.8kg /m? 3.2kg /m? 2.8kg /m? 2.5kg /m?
Secommendation size Heght:2000m Heght. 2400 Helght 2000mm Heignt 2250mm
Thickness: 80mm Thickness: 80mm Thickness: 80mm Thickness: 80mm
Transparency 38% 45% 55% 65%
Package Flight case
Installation Hang
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ZS SERIES

FLEXIBLE LED MESH DISPLAY

Easy to combine Flexible And Foldable

Magnet self-lock combination,saveing Can be rolled up,apply ot mang different shape.
90% assem bly time.

#7700 TN

Transparent Small Volume Package
Strip structuer,ventilate,transparency rating 15 sq.m in one case,Saving 60% transportation
reach at 80%,out door application. fee!
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Model No DSP-ZS-18 DSP-ZS-37
Pixel Pitch 18.75mm 37.5mm
Module Resolution 16X64 16X32
Density 2845 pixel / m? 711 pixel / m?
Brightness(White) 2150nit 2100nit
Transparency 41% 70%
Optima visual distance 14m 28m
Module size Width:297mm Width: 579mm

Height:1200mm
Thickness: 25mm

Height:1200mm
Thickness: 25mm

Module weight 3.6kg 5.8kg
Max.Power Consumption <300 W/m? <370W/m?
Average.Power Consumption <110 W/m* <123 W /m?
<200 W/m? <72 W/m?

Work voltage

DC 24V

Pixel Configuration

RGB 3in 1 SMD LED

Brightness level

16 levels
Bit depth per color 16 bit
Bit depth per pixel 48 bit
Visual Angle Horizontal: 120°; Vertical: 120°
Date Refresh Rate =8000Hz
Display mode 1280%X 1024
Drive mode

Constant current,static

Control mode

VGA synchronous display

Input Signal

RF,S-VIDEO,RGBHV,YUV,YC & COMPOSITION,etc

Control Distance

HSYV; <100m

Operating System

Windows2000/XP/Vista/Windows7

Body material

Plastic
Ingress Protection P65
Ambient Temperature -20 ~ +50 °C

Relative Humidity

10% ~ 90%

Power system

Power-600, Power-1200, Power-2000 Power jacket

Installation

Hang

20
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VOG D SERIES

CREATIVE LED DISPLAY

Features

Video grid is a kind of creative LED module. It's sm all
with flexible installation and is widely used on stage
and in entertainm ent. You can install them on the
walls, in lobbies, and on ceilings to achieve a variety
of creative applications. You can also com bine them
into a large LED display.

Projects
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VOGD SERIES

TR

Specifications

Model No DSP-VOGD-25 DSP-VOGD-25
Pixel Pitch 25 mm 37.5 mm
Density 1600 pixel / m? 712 pixel / m?
Brightness(White) 2150nit 2100nit
Transparency 40 % 70 %
Max.Power Consumption 40 W/m? 30W/m?
Average.Power Consumption 12W/m? 10 W/m?
Recommendation size Length: 400mm Length: 600mm
Width: 200mm Width: 300mm
Weight 0.26 kg/pc 0.37 kg/pc

Pixel Configuration

RGB 3-IN-1 SMD 5050

Work voltage DC 24V
Brightness level 16 levels
Bit depth per color 10bit

Visual Angle Horizontal: 120°; Vertical: 120°
Date Refresh Rate >600Hz
Display mode 1280%x1024
Drive mode Constant current
Signal type AV,S-Video,VGA,CVBS,HDMI,DVI

Operating System

Windows2000/XP/Vista/Windows7

Control Distance HSYV; <100m
Ingress Protection IP 43
Ambient Temperature -20 ~ +50 °C

Relative Humidity

10% ~ 90%

22
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FXPX series

FLEXIBLE LED DISPLAY

DSP-FXPX-1

\ DSP-FXPX-4
Features

Quickly deploy video over large spaces in creative ways with Flex Dot, a flexible LED pixel string. It can
bend,wrap, drape and fold to conform to even the most demanding designs.

Create an LED screen out of uncommon surfaces and shapes. Revive existing architecture by turning
the structure itself into a glowing piece of art. A cable-like construction gives flexibility for even the

most arbitrary shapes.

Projects
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Specifications
Model DSP-FXPX-1 DSP-FXPX-4
Resolution Pitch 75mm, 150mm, 200mm
(pitch can be customized)
Pixel RGB 3-in-1 SMD LED 4 pc RGB 3-in-1 SMD LED
Dot size 23mm(width)x 30mm(depth)x 12mm(height) 38mm(width)x 36mm(depth)x 24mm(height)
Housing Polycarbonate plastic/Black wires
Lens Clear or translucent plastic
Weather rating IP 54(IP 65 optional)
Bit depth per color 16bit
Bit depth per pixel 48bit
Viewing angle 120° x 120°

Service life

80000 hours

Brightness (white)

2.5 candela per pixel

8.8 candela per dot

Pixels per string 40 32
Input voltage DC 5V DC 15V
Max. power 10Watts 35Watts

consumption(White)

Control signal

DVI(need sending card)

Certificate

CE, FCC, RoHS
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